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 농축 부동액 Corrosion Inhibitor (P02C)

농축 부동액 Corrosion inhibitor (P02C) 제품은 KD파인켐의 농축 부동액입니다. 농축 부동액 P02C 

제품을 ethylene glycol에 용해하면 P02 제품인 2년 또는 4만 km 교환주기를 가지는 인산염 타입의 

부동액 제품이 됩니다. 이 제품은 BORATE, SILICATE 성분을 함유하고 있지 않습니다. 이 제품은 30% 

이상의 농도에서 알루미늄 주물, 주철, 강, 땜납, 황동, 및 구리와 같은 금속 부품으로 만들어진 

냉각시스템에서 우수한 부식 방지 성능을 제공합니다. 또한, 인산염 타입 부동액은 일반적으로 경수 

성분에 매우 불안정하지만, 이 제품은 특수 첨가제를 사용하여 경수 성분이 함유된 희석수에도 매우 

안정적입니다.

APPLICATION

* 산업용 냉각장치, 선박 냉각장치 등 

  각 종 Cooling System

BENEFIT

* 알루미늄 전열면 부식방지에 탁월함

* 고온에서의 우수한 부식방지 성능

* 워터펌프 실 마모를 줄여 워터펌프의 수명 연장

* 냉각시스템에서의 장기간 금속 부식 방지 성능이  

  우수함

SAFETY / STORAGE

* 25 ℃ 이하의 온도에서 건조하고 통풍이 잘되는 

  밀폐 된 용기에 보관할 것

* 보존기한은 1년이며, 직사광선에 노출시키지 

  마십시오.

* 어린이와 동물이 닿지 않는 곳에 보관하십시오.

DISPOSAL

* 사용 된 냉각수를 폐기 할 때는 허가된 장소 

  또는 사업장에서 폐기해야 하며, 하수도 또는 

  토양으로 직접 폐기하면 안됩니다.

Specification / Approvals

  

Korea Standard KS M 2142

Chinese Standard GB 29743

ASTM Standard ASTM D3306

Japanese Standard JIS K 2234  
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 Representative chemical property 

Property Test method Requirements P02C

Phosphate ICP-AES - Yes

Silicates ICP-AES None None

Nitrites Ion-chromatography - None

Color Visual - Pink

pH 33 vol% in distilled water ASTM D 1287 7.0 ~ 11.0 8.36

Reserve Alkalinity, mL ASTM D 1121 - 14.0

Specific gravity, 20℃ ASTM D 1122 - Report

Water Content, mass% ASTM D 1123 - Report

Freezing point ℃ ASTM D 1177 - Report

Flash point ℃ ASTM E 502 - Report
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Corrosion performance (Make P02)

Test Item Test method Requirements P02

Glassware corrosion test ASTM D 1384

mg/Specimen

Copper ± 10 -4.0

Solder ± 30 -9.2

Brass ± 10 +4.1

Steel ± 10 -2.9

Cast iron ± 10 -5.3

Aluminium ± 30 -7.5

Simulated service test ASTM D 2570

mg/Specimen

Copper ± 20 -8.6

Solder ± 60 -14.5

Brass ± 20 -8.4

Steel ± 20 -7.1

Cast iron ± 20 -7.3

Aluminium ± 60 -11.4

Cavitation Erosion-Corrosion Test ASTM D 2809
Pump rating

min. 8 8

Heat transfer corrosion test ASTM D 4340
mg/Specimen

± 1.0 -0.3


